AN ORDINANCE OF THE BOARD OF COUNTY COMMISSIONERS OF
PITKIN COUNTY, COLORADO, ADOPTING AMENDMENTS TO LAND USE
CODE SECTION 3-110-110 (LIGHTING STANDARDS)

ORDINANCE NO. 99- {p 0
Recitals

1. The Board of County Commissioners directed staff to prepare a Land Use Code
amendment to revise and update Pitkin County lighting standards; to provide
simple, straight-forward direction for use by the public, staff, appointed and
elected officials.

2. The Pitkin County Planning and Zoning Commission reviewed the proposed
amendment at a regular meeting on October 5, 1999, at which meeting the
Planning and Zoning Commission recommended approval of the proposed
amendment.

3. After first reading and Public Hearing on October 27, 1999 and second reading
and public meetings on November 3" and December 1, 1999, the Board approved
the proposed revisions to the lighting standards.

NOW, THEREFORE, BE IT ORDAINED by the Pitkin County Board of
County Commissioners that it hereby amends the Pitkin County Land Use Code
as follows:

Repeal and Re-enact Subsection 3-110-110 Lighting

A. APPLICABILITY: The lighting standards in this section are applicable to all
lighting in Pitkin County and no lighting shall be installed or continued that violates the
standards of this section.

B. BULB VISIBILITY: All exterior lighting shall be designed so that the bulb
(point light source) is not directly visible from adjacent and neighboring properties or
public rights-of-way. This can be accomplished using fixtures which “fully shield” the
bulb behind opaque shielding (i.e., the light distribution is primarily down and/or up
directed) or which utilize non-transparent diffusion material (e.g. glass, acrylic, or
polycarbonate) in the case of fixtures with some sort of translucent lens(es) around the
bulb compartment. In the case of opaque shielding, wattage shall be limited to 60
incandescent watts per fixture or 25 compact fluorescent watts.
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Left: Courtesy of Spero Lighting
Right: Courtesy of Remcraft Lighting

Figure 1 Shielded lighting fixtures
Left: Courtesy of Focus Lighting
Right: Courtesy of Latigo Lighting
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Leﬁ: Courtésy of Evergreen Lighting
Right: Courtesy of Seascape Lighting

Figure 2 Opaque translucent fixtures
Left: Courtesy of Kichler Lighting
Right: Courtesy of Troy Lighting

C) LIGHT TRESPASS: Light trespass is defined as the shining of light produced by a
light fixture beyond the horizontal boundaries of the property on which it is located
and vertically above the property. For all types of uses, light level shall be no greater
than one-half (0.5 ) of a foot-candle at the property line. A foot-candle is a
measurable industry standard equivalent to one lumen (a measure of light) per square
foot. No commercial property or properties containing mixed uses with a commercial
component may exceed 20 foot candles as measured three feet above grade
(approximate waist height).

D) UPLIGHTING: Uplighting is only permitted when used as follows:
1) To light a primary entrance, when the lighting fixture is wall- mounted under
an architectural element (e.g., roofs over walkways/entries or overhanging,
non-translucent eaves) and that this element contains the illumination, and




